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COAT and HAT RACKS 

STYLED for SCHOOLS - INSTITUTIONS - MOTELS 
HOTELS - RESTAURANTS - HOMES and wherever the 
need calls for CUSTOM QUALITY 
UNITS are STRONG - RIGID - CORROSION RESISTANT 
ANODIZED ALUMINUM - PERMANENTLY BEAUTIFUL 
AVAILABLE IN SEVERAL color combinations 
and TAILORED TO FIT almost any specific 
application 

QUICK and EASY TO INSTALL. They complement 
other furnishings and surroundings. 


A.I.A. File No. 35-N-22 





























































Hanger Style 



MODEL-AA 200E 


Single shelf with hangar 
bar furnished in any length 


Same as Model-AA 200E with 
one additional hat shelf. 


MODEL-AA 203E 


Same as models above with three 
shelves. All Custom-Line racks are 
tailored to any required length. 


YOGEL-PETERSON 





CLR - Luggage Racks 


For Hotels, Motel and Dormitory rooms or closets. A full 
size wall mounted all aluminum luggage rack designed to 
match other custom-line wardrobe units. These sturdy units 
with strong cast brackets and capped end heavy gauge 
tubing are made in standard 24"-30"-36 and 42" lengths, 
or to your exact needs. They are a full 20" in depth and are 
made to withstand extremely heavy loads. 


CUSTOM-LINE 


WALL MOUNT 
COAT And MAT RACKS 


These beautifully styled anodized heavy duty aluminum wall mount 
units are what their name “Custom” implies. They are built to your exact 
length and multiple shelf requirements. Not only are these racks furnished 
to your exact length requirements, but they meet your exacting need as 
to height from hook or hanger rail to the floor, as well as spacing between 
shelves. Easy spacing adjustment is made possible by our unique “E” 
extruded slide mounts detailed below. 


TAILORED TO FIT . . . 


models are furnished in any de¬ 
sired length to fit into recesses, 
between pilasters and in some 
cases can be worked across wall 
irregularities and obstructions. 
Are available in any combination 
of multiple shelf units or for two 
tier garment hanging require¬ 
ments such as is sometimes needed 
for band and orchestra coats and 



jackets or blouses and shirts for home closets. These racks are adaptable 
to a wide variety of special applications. 


COLORS 


Aluminum Tubing— clear or gold deep etched non-peeling, non-corroding 
anodized finish., 6 

Aluminum Dfe-Cast Brackett and Hooks— silver lustre, gold hammertone or 
black hard non-peeling, non-corroding finish. 

Aluminum Extrusion Mountings— Same top quality clear or gold anodized 
finish as the Aluminum tubing. 


Suggested Color Combinations 

1. Clear anodized tubing with silver lustre brackets and hooks. 

2. Gold anodized tubing with gold hammertone brackets and hooks. 

3. Gold anodized tubing with black brackets and hooks. 

4. Extrusion mountings should match the color of tubing selected. 




Our heavy cast aluminum brackets are normally spaced on centers of from 
27 to 38 inches, depending upon the length of the rack and. specific usage. 


Heavy cast double prong hooks come with Model 300 shelves and are 
spaced staggered on the 2nd and 4th tubes to allow ample coat space. 
Where desired such as for clothes closets in homes, hotels, motels, etc., 
model 200 shelves can be supplied with hooks for the back tube. Hooks 
do not interfere with garment hangers. 


The maximum number of staggered hooks between brackets on the 330 
series is determined by the bracket spacing used. With the staggered 
hook arrangement this will average a little over 2*4 hooks or 5 plus coats 
per foot. 



General Utility Shelf AAIOOE ( 

Matching all-purpose shelf can be used as added hat shelf to 
increase capacity of other units. —as a general purpose shelf 
for closets or storage. Mounted 6" off floor makes an excellent 
boot and shoe shelf. In short lengths makes an ideal towel 
rack for Hotels, motels, institutions and homes. 






























Anodized Aluminum extrusion mountings are fur¬ 
nished with all Custom-Line racks. The use of 
extruded mountings with our racks provide the 
following advantages. 

1. Added beauty in multiple shelf units. 

2. Ease of adjustment where racks are to be 
used for growing children and alternate use 
between children and adults. 

3. Perfect alignment of multiple shelf units. 

4. Add strength to cast brackets and for firmer wall 
anchoring. 

5. Extrusions available up to 84" in length. 
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Brackets are held firmly 
in extrusion mountings 
but can be readily ad¬ 
justed vertically to meet 
any height requirement 
such as in elementary 
schools. 


Hook Style 



MODEL-AA 300E 

Single shelf unit with double 
anchor style aluminum coat hooks 
staggered on 2nd and 4th tube. 
Furnished in any length. 




Same as Model-AA 300E with one 
additional hat shelf. 

For appearance and for easier 
access to hooks, we suggest the 
staggered hook arrangements il¬ 
lustrated. 


MODEL-AA 303E 


Same as models above with three 
shelves. 

All Custom-Line racks are tailored 
to any required length. 


Write to us on any special application that you may have . 


DETAIL of BRACKETS and TUBING 

Top View % V4 
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Model IO Bracket 
































































RIGHT ANGLE CORNER BENDS 


Continuous flow of 
tubing can be provided 
around outside corners 
with 90° Bend. 



Same arrangement 
can be furnished for 
inside corners. 



Ceiling Suspended and Floor to Ceiling Installations 


Where desired 200E or 300E series, 
with one or more shelves, can be 
ceiling suspended in a back to 
back arrangement as detailed. 
Vertical members are IV 4 " x 16 
gauge round steel tubes with 
flange #FL125 for ceiling sup¬ 
ports. Extruded sections #EX125 
receive shelf brackets and can be 
adjusted vertically for horizontal 
shelf alignment. END plate cast¬ 
ings #EP475 and #EP100 can be 
used for shelf and hanger rail 
supports where racks extend to 
rear wall. 



NOTES 1. Cross bracing is not shown. The bracing cry 

necessary is dependent upon the special 
conditions of each order 


Brackets assembled to EX125 
Extruded Aluminum Mountings 
Can be adjusted to desired 
height 


Floor to ceiling arrangement 
assures a rigid permanent instal¬ 
lation with minimum floor ob¬ 
struction. The same Vertical 
supports, castings and extrusions 
are used as with a ceiling sus¬ 
pended installation. Number, of 
hat shelves is optional 
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#EP100 End Plate casting. 

Designed for use as end sup¬ 
ports in closets and cabinets 
and used in conjunction with 
bracket #20 for long lengths. 
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#EP475 End Plate casting. 

For use in cabinets and closets for end 
supports. Can be used in conjunction with 
bracket #10 for lengths requiring inter¬ 
mediate support. 


11/32 DIA 
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8/32 TOP . 

Double Anchor Type Die 
Cast Aluminum Coat 
Hook Designed for dura¬ 
bility — capacity and 
smart appearance. Used 
on alternate rails they 
can be staggered to pro¬ 
vide max. coat capacity. 
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#FL125 casting. 

For 1W' CD Steel vertical 
supports. 
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"E" Extruded 
Mounting 

FRONT VIEW 
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COUNTER SUNK HOLE 
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#EX125. 

Extruded aluminum 
shelf bracket support 
for use with Wa" 
OD Round Vertical 
uprights. 



















































































































































































































Model VP 300, illus¬ 
trated. 

Model VP 130, same 
with one shelf. 
Complete with 36 
staggered double 
prong coat hooks 
(capacity 72 coats) 


All models fold into com¬ 
pact portable and storable 
units. Ten Veeps that can 
handle 720 coats can be 
stored away into a floor 
space of only 4 ft. x 8 ft. 


VOGEL-PETERSON 


Coat and Hat Racks 


Here is the complete answer to the’ ever changing wraps prob¬ 
lem, Veep folding coat and hat racks that go wherever needed 
on large 4" rubber tired casters . . . pass through ordinary 
doorways, ride ordinary elevators as readily as a service cart. 
Engineered and self-balanced so cleverly that they unfold easily 
with one movement into a big capacity, rigid wardrobe rack. 
Strongly built bases of plated square tubular steel support wide 
hat shelves of smart closed end anodized aluminum tubing. 
Four types: Model VP 120 with hanger bars for 72 garment 
hangers and one shelf for hats. 

Model VP 200 same as above with two shelves for hats. 

Model VP 130 with cast aluminum anchor coat hooks, ca¬ 
pacity 72. One shelf for hats. 

Model VP 300 same as VP 130 except with two shelves for 
hats. 

One man can set up a Veep Folding Wardrobe Rack in 3 sec¬ 
onds. These racks are so carefully balanced that unfolding and 
snap-locking them rigid ready for use requires only raising 
ones arms in an upward sweep. 


2cUc& 0 ?oldi*ty 

PORTABLE 


Model VP 120, 
strated 


72/," 


Entire rack folds 
within bumper 
guards. No pro¬ 
jections to scratch 
rim or mar walls; 
permits efficient 
storing. 


Model VP 200, 
same with 2 
shelves. 

These styles 
are furnished 
with full length 
hanger rails for 
garment hang¬ 
ers. Each side 
will accommo¬ 
date at least 
36 full size 
hangers for a 
minimum ca¬ 
pacity of 72 
garments. 


Large 4" rub¬ 
ber tired B.B. 
swivel casters. 


Heavy Steel hinged 
shock bracing holds 
rack rigid under 
full load even per¬ 
mits easy move¬ 
ment of loaded 
racks. 


CLOSET ACCESSORIES 



Illustrated is the use of Y75 receptacles and 
Y18P. (Parallel to Wall) garment hangers on 
AA100E Utility Shelf. This arrangement ideal 
for shallow closets or where hangers should 
not extend beyond face of hat shelf. For added 
groups of 4 garment hangers receptacles are 
spaced approx. 24" O.C. 


CL-100 BR—Under shelf brackets with 1" O.D. 
anodized aluminum tubing comes in any length 
required with brackets properly spaced to as¬ 
sure maximum rigidity. Illustrated with 2 
WS18 conventional hangers (left) and 2 Y18X 
special hangers with Y receptacles (right). Y 
style hangers can be used only with Y recep¬ 
tacles reducing hanger loss to minimum. 



CL-75 BR-Wall style brackets with W O.D. 
Anodized Aluminum tubing are furnished any 
length with sufficient number of brackets for 
maximum support. Illustrated as wall hook 
strip using Anchor Type Cast Aluminum 
hooks. Illustrated below CL-75 BR utility rod 
can be used as towel bar—hand rail, etc. 




















































































Waterford Eelementary School George D. Mason, Architect Minnewashta Elementary School Thorshov & Cerny, 

Waterford, Michigan Wm. Shunck, School Supt. Excelsior, Minnesota Minneapolis, Architect 

Wm. O. Nilsen, School Supt. 

VOCEL-PETERSON CO. 



OVERSHOE RACKS 


Chalkrobes and Cork- 
robes are available 
with either coat hooks 
or coat hangers. 


Adjustable 

WaltmuHt Wardrobe Racks 

These efficient coat and hat racks come in 3'-2" and 4'-2" length 
units which mount directly on any wall, independently or inter¬ 
locked to make continuous racks of any length—fit in any avail¬ 
able space. They have large capacity. AWHR Models hold 3 or 4 
Coat Hangers per running foot—AWHK Models hold 5 or 6 Hooks 
per running foot. Specify desired capacity of hangers or hooks 
per foot. 

With supporting columns permanently attached to the wall, the 
shelves are adjustable for height from floor, or distance apart, in 
2" steps over a 30" range. Hench shelves can be adjusted at any 
time to serve any age group. Strongly welded of heavy gauge 
steel they will stand up under years of hard use. 

AW3HR (HANGER STYLE) - 3'-2" long. 

AW3HK (HOOK STYLE) - 3'-2" long. 

AW4HR (HANGER STYLE) - 4'-2" long. 

AW4HK (HOOK STYLE) - 4'-2" long. 


Wallmmmt' 

Overshoe Racks 


U. S. Patent 
Applied for 
♦ VOGEl-PETERSON 
TRADE MARK 


Designed for use in combination with 
Wallmount Wardrobe Racks. 

Easily mounted on any available wall these sturdy racks keep 
overshoes etc., off the floor, in a safe orderly manner. Built of 
heavy gauge, welded steel U-forms they are strong, fire proof 
and vermin proof. They are so designed that basic 3'2" and 
4'2" units can interlock to make a continuous rack of any length. 

No. B-3 Wallmount Overshoe Rack is 3'2" long. 

No. B-4 Wallmount Overshoe Rack is 4'2" long. 


I 


Shelves are adjustable for height to fit every 
age group without detaching from wall. 



Douglas School Addition 
Garden City, Michigan 


Walter T. Anicka, Architect 
Edwin O'Leary, School Supt. 


Eastgate Elementary School 
Bellevue, Washington 


Naramore, Bain, Brady 
& Johanson, Seattle, 
Architects 

George V. Brain, School Supt. 
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Paneled Units 
double as 
"Movable Walls" 


All Schooline Chalkrobes and Cork- 
robes come drilled to receive base en¬ 
closure panels which can come as orig¬ 
inal equipment or added at any time. 
With panels installed, these units pro¬ 
vide not only wardrobe facilities but 
movable wall units that extend from 
above the floor to a height of 6'4". 
They permit complete flexibility in di¬ 
viding rooms, for screening out dis¬ 
tractions or for adapting temporary 
space for classroom needs. See illus¬ 
tration, right, where Chalkrobes and 
Corkrobes have formed two separated 
rooms and provided an entry corridor. 


Our Lady, Star of the Sea, Robert L. Svoboda, Archt. 

Church School, Detroit, Michigan Rev. Ralph Barton, Pastor 
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Diagramatic floor plans illustrate how Schooline units fur¬ 
nish the complete answer to three typical Sunday School 
problems by providing means for dividing a Fellowship 
room into many classrooms, making each a complete room 
with Chalkboards and Corkboards — valuable instruction 
aids — as well as ample wardrobe facilities. 


Cotkxok' 


Ckalktobi 


(illustrated left) 

No. CH-400 Chalkrobe 


an efficient 4 ft. 2" welded steel wardrobe rack unit 
that permits absolute flexibility in school design. It 
has large capacity, goes anywhere, can be used singly 
or in groups and provides a movable chalkboard. 

Hat shelves with coat rails are adjustable for height 
to accommodate different age groups. They provide pupils 
with a ventilated shelf space, a coat hook or coat hanger 
and an off-the-floor rack for overshoes. They come on 
glides, on ballbearing casters or can be anchored to the 
floor. Built for lifetime service of heavy gauge welded 
steel, they are permanently beautiful in modern Desert 
Sage baked enamel. 

Chalkrobes are backed with quality chalkboards—are 
dual purpose units. 


CO-500 Corkrobe ^ 

is identical in frame, adjustable shelves, capacity and 
features to the Chalkrobe described above, except that 
its screening back is a cork board. Framed in non¬ 
tarnishing moulding this 4'-2" x 4'-0" cork board provides 
a convenient surface for mounting maps, pictures, 
exhibits and announcements, etc. Not only as a compact 
efficient wardrobe but as a flexible teaching tool these 
units adapt themselves to any floor plan. 


WRITE for CATALOG 

Showing and describing a com¬ 
plete line of especially suited 
wardrobe equipment for hold¬ 
ing, storing and drying athletic 
gear, band uniforms, choir robes 
— racks for school cafeterias, 
PTA meeting rooms and audi¬ 
toriums . . . Locker racks and 
Office Valet units for the school 
offices. 







Wardrobe Equipment is manufactured by 



VOGEL-PETERSON COMPANY • ELMHURST, ILLINOIS 


See the following pages illustrating our Checker coat and hat rack 
equipment, both hanger and hook styles, for checkrooms and coat rooms. 
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These efficient coat and hat units mount rigidly on 
walls, accommodate 4 persons per running foot 
providing for each his individual (numbered) ven¬ 
tilated hat space and coat hanger. Come in any 
length by the foot, fit in anywhere. Hat shelves ex¬ 
tend only 11 V 2 inches from wall. Can be mounted 
at any height —to accommodate different age 
groups. Ideal for school cloak rooms, etc. Give cab¬ 
inet wardrobes and closets check room efficiency. 
Available with or without numbers. Lifetime 
welded steel construction, finished in baked enamel. 


NO. LR-3B LOCKER RACKS 

Combine the best features of both lockers and wardrobe racks. 
Keep clothing dry, aired and "in press." Accommodate 12 peo¬ 
ple in 5'0"xl5" floorspace. Height 67 Vi". Provide each with 
ventilated hat space, coat hanger and 12"xl2"xl5" Lock Box (6 to 
each pedestal). Doors open left and right have "stay shut" hasp. 
(Built-in flat master keyed locks available.) Keep wet clothing 
away from lunches, drawing instruments, micrometers and such 
personal effects. Improve health and morale. 

Durable steel construction, baked-on enamel finish—green, 
brown or gray. Leg adjustments compensate for irregularities 
in floor. Portable and space saving, can be installed near point 
of work to end locker-room evils. 


Coat Room Equipment 

Manufactured only by VOGEL-PETERSON CO. 


docket TRacfo 


STYLE: WM 

CHECKER WALL RACKS 


. ep 

Extends I 8 I/ 2 " from wall including hangers. 
WM Series come in any length from 3'2" and 
longer by the foot. Accommodates 4 coats and 
hats per running foot with hangers spaced 
3" o. c. 

3'2" and longer by the foot plus 3 /» 
lor each intermedia*, wall brack.* used 


CHECKER - 
WALL MOUNTED RACK 
STYLE WM-4—ILLUSTRATED 

4'2" Long-lli/ 2 " Deep-22" High. Extends 
18 1 / 2 " from wall including hangers. WM Se¬ 
ries come in any length 3'2" and longer by 
the foot. Accommodates 4 coats and hats per 
running foot with hangers spaced 3 " o. c. 
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The new Streamlined Vogel-Peterson Design for 
checkrooms, with the "One-Check System," most effi¬ 
cient of all checking systems. Complete Equipment — 
Stationary or Portable Coat and Hat Racks—Umbrella 
and Overshoe Racks. 


CHECKER STYLE DF4-32 (illustrated) 

24" wide at base—79%" high including 3" B.B. Casters—4'2" long. 
Accommodates 32 coats and hats. Hangers spaced 4 to foot. 

Style DF4-40—Same as DF4-32 except—40 coats—hangers 5 to foot. 
Style DF5-40—5'2" long—40 coats—hangers 4 to foot. 

Style DF5-50—5'2" long—50 coats—hangers 5 to foot. 


CHECKER STYLE SF (Single Face) Portables 

numbers SF4-16—SF4-20—SF5-20 and SF5-25—are same as DF (Dou¬ 
ble Face) Racks except coats and hats on one side only. 
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Vogel-Peterson checkroom equipment is 
the finest available, correctly designed 
and unequalled in quality. It is con¬ 
structed of electrically welded heavy 
gauge steel, with square tubular posts. 
Available in standard units 3,4 and 5 ft. 
long that interlock to make any length. 


Vogel-Peterson High Relief, "Dust Free" 
Hat Shelves. These shelves are perfor¬ 
ated and multiple embossed with nar¬ 
row longitudinal ribs that keep hats 
clean and dry. This durable, modern 
shelving is built for lifetime service. 
The hanger rail shelves will support at 
least 100 lbs. per running foot. 


i 



STYLE: SF 


. 3' 2" and longer by the foot 

plus V." for each intermediate upri ght used^ 


Single Face Wall Rack unit 
(8 ft. unit illustrated) accom¬ 
modates 4 coats and hats per 
lineal ft. Used in checkroom 
layouts to reduce number of 
aisles and in narrow rooms 
where Double Face units can¬ 
not be arranged. Ideal also 
for self service coat rooms. 
The new streamlined shelves 
easily and quickly "snap-lok" 
into position. Only four bolts 
required to assemble a com¬ 
plete rack. Rigid, no-sway, 
non-sag construction. 

Minimum size 3 ft.-2". No 
anchoring to floor required. 
Properly balanced — will not 
tip forward under full load. 


OVERSHOE RACK NO. OS-7 

A checkroom necessity in climates where 
rubbers and galoshes are used. Approxi¬ 
mately 20% of the total hanger capacity is 
usually a sufficient amount. Compartments 
measure 6" x 6" x 13" deep. These units 
become an integral part of the 1-check sys¬ 
tem when used with checkroom coat and 
hat racks. Furnished in standard size units 
of 25 capacity 31" wide, 133/s" deep x 
33" high. 


Planning an 
Efficient Checkroom 

Recommended factor 3 A sq. ft. per 
hanger capacity. This will permit 
a complete checking service for 
coats and hats — umbrella and 
overshoe requirements. 

Minimum ceiling height—7 ft. 
Standard spacing of coat hangers 
is on 3" centers (4 to the lineal ft.). 
Capacity can be increased 25% 
by spacing hangers 2Vi" on cen¬ 
ter (5 to the ft.). Layout service is 
offered to architects and building 
owners without charge. 

Send 

1. Floor Plan (indicate door and 
window openings, radiators, 
pipes, etc.) 

2. Capacity to be accommo¬ 
dated 

3. Type of installation—perma¬ 
nent. portable or combination 
of permanent and portable. 

Avail yourself of our 30 years' 
experience and practical knowl¬ 
edge of checkroom requirements. 


: or over 30 years specified by leading 










Specifications 
and Construction 
Details 


UPRIGHT FRAME T 

Welded into one rigid unit. Posts 11 / 2 " x 11/2 
18-gauge welded square tubing. Shelf arr 
tapered U-channel 20-gauge punched out to 
gage U/ 2 " sq. post and welded thereto. Arms an 
reinforced with inserted U-Channel—ends cappe< 
with round formed stamping. Hat shelves enc 
into slots in arms by means of integral sett¬ 
ing clips. 

Bases #16 gauge lVs" wide x 1 W' high anc 
punched out to engage post and welded 
Box inserts raise base member at extreme enc 
Va" from floor. Base ends are capped with roun< 
formed stamping welded into ends. Diagona 
brace of one-piece channel #18 gauge weldec 
post to base. 


SHELVES 

One-piece design perforated and embossec 
sheets of 24-gauge steel welded into rigid channel 
angle and T frame. 

Front channel A" x fjf" x &" x 16 gauge. 

Back Angle 1 " x V 2 " x 16 gauge. 

Ends are T-shaped lVi" x 34 " x 16 gauge with 
two self-locking clips welded under each end. 

Narrow longitudinal embossed ribs between per¬ 
forations hold hats free of dust. Hat dividers em¬ 
bossed 1 " high across shelves 12 " on center. 

Hanger rail is 134" flange extension of front 
channel of lower shelf only. Bottom of flange is 
hemmed to give smooth edge and reinforce 
V-punched notches that receive garment hangers. 

V-punched notches are on pre-determined- 
centers. 

Sway Braces—A" x 34 " round edge steel. 


GARMENT HANGERS 

Hardwood hangers. No. 10 hard steel rustless 
wire hook formed to receive guest checks on top 
(locks hanger on rail preventing knocking off ac¬ 
cidentally) and with auxiliary hook beneath shoe 
bags, umbrellas, etc. 


NUMBERING AND CHECKS 

Hanger and hat spaces numbered with large 
clear cut white numerals hot-stamped into clear 
extruded plastic dips that snap over front shelf 
channels—furnished only if specified. 

Plastic checks IV 2 " x 1H" with large dear hot- 
stamped numbers. Furnished only if specified. 
Checks furnished in three colors—Black—Gray— 
Red. Printed with name of user when specified. 


Patent Ho. 2,658,627 


MATERIA! 

Cold-rolled smooth surface furniture-grade steel 
used throughout. 


WELDING 

All welding by automatically timed welders as¬ 


suring positive fusion of materials. 


FINISH 


Steel is washed and rust-proof coated before 
application of enamel. Enamel is baked-on at 350°. 
~akin. 


Baking time thirty minutes. 

Standard colors—V. P. Brown—Gray or Green. 


CAPACITY 

Standard spacing of hangers is 3" o.c. or four 
to the foot. Can be furnished On 21 / 2 " o.c.—five 
to the foot — or 4" o.c. — three to the foot — when 
specified. 


CASTERS 

3-inch Ball-bearing Swivel Casters. 

Furnished only when specified. It is not recom¬ 
mended that casters be used on racks exceeding 
ten feet in length. 


All racks ordered with casters are furnished 
with bottom bracing and gussets extending be¬ 
tween base sections of uprights. (See Page 1 .) 


NOTE: Wall-mounted units are same construc¬ 
tion as shelf portion of rack SF with holes 
punched through tubing for wall mounting. 
Screws — toggles or expansion bolts for wall 
fastening are not furnished. 


SPECIAL: All units can be ordered with specie 
spacing between shelving or with fewer than fou 
shelves, which is standard. 


rchitects, engineers and furnishers 
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SPEED UP CHECKING SERVICE 


with the (D4ie.-GU.eck Sydem 
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9i 


With this system a single check 
identifies all items checked, whether 
it be one or several. Each coat on a 
numbered hanger space—each hat in a correspondingly num¬ 
bered hat space. Canes, umbrellas and overshoes are placed in 
systematically numbered umbrella or overshoe racks. Cross 
checks from overshoe and umbrella racks may differ—still are 
immediately keyed to master guest check. There is no lost time, 
no errors, confusion, delays nor complaints, because guests need 
carry only one check, which ends necessity of multiple handling 
by attendants. 


8 coats and hats per lineal 
ft. Minimum length 3'-2". 
These units same as 5F 
with double side feature. 
No anchoring to floor 
required. Individual hat 
spaces are divided both 
sides and back to avoid 
error. All hat spaces can 
be numbered to correspond 
with numbered hangers 
directly below. For rigid, 
no-sway, non-sag check¬ 
room installations there is 
will equal this permanent and efficient 
Now with this new design, the shelves 
into position without the use of bolts. Only 
required on each unit to attach bracing 
For rigid, permanent and efficient checkroom 
there is nothing that will equal this 

equipment. 


NO. UM-4 
UMBRELLA RACK 


3 2" and longer by the foot 
P eocf, intermediate upright u,ed. — 


6Va" 

6V'“ 

- 4 — 

6 %" 

i 


A very important checkroom accessory 
which answers the "what to do with 
wet umbrellas" question. Racks are sys¬ 
tematically numbered. Round umbrella 
dividers are hemmed to give a smooth 
no-tear edge. Come in standard units of 
16 and 24 capacity sizes. Height, 28"; 
depth, 13"; width. 16 capacity, 12 Va"; 
width. 24 capacity, 17 3 /4". These units 
also an integral part of "One-check sys¬ 
tem." Approximately 20% of hanger ca¬ 
pacity meet overall requirements. 









































HOOK TYPE 

COAT AND HAT RACKS 


DOUBLE FACE SINGLE FACE SINGLE PEDESTAL 


These extra capacity racks come on large 3" ball-bearing 
swivel casters — stand rigidly and snugly against the 
wall or roll to any place needed. Have 2 full-length rails 
with staggered hooks and ample hat space. HKS Port¬ 
ables come in following sizes: 

No. HKS-3-18 3'2 long 763/4" high 18 coats and hats 

No. HKS-4-24 4 2 ' long 76 3/ 4 " high 24 coats and hats 

No. HKS-5-30 5'2" long 76 3 / 4 " high 30 coats and hats 

All above sizes available without casters or bottom 
shock bracing for stationary installations. 


Designed especially for restaurant use, this space sav¬ 
ing rack will accommodate patrons of from 3 to 6 four \ 
place tables. Use against any wall partition or post. 

All wraps face out — no reaching around or in back 
for wraps. 

Capacity: 12 coats with ample hat space. 

Dimensions: Base 30 wide. 16" deep, 76 high, les'^MUj 
than 3V2 sq. ft. of floor space. Set on 
heavy vacuum-cup rubber shoes. 

Top Section: 24" wide — 12 deep. 


SC60 


Printed in U. S. A. 


Write Dept. SA60 for catalogs illustrating other 
racks in the Office Valet and Checkerette lines. 


These 2-sided (island) racks give maximum capacity 
for size — accommodate 12 persons per foot of length. 
Go wherever needed on large 3" ball-bearing swivel 
casters. Ideal for private dining rooms, luncheon 
groups and general use. HKD Portables come in fol¬ 
lowing sizes: 

No. HKD 3-36 3 2 long 76 3 / 4 " high 36 coats and hats 

No. HKD 4-48 4'2 long 76% " long 48 coats and hats 

No. HKD-5-60 5'2 long 76%" high 60 coats and hats 

All sizes available without casters or bottom shock 
bracing for stationary installation. 


RS-12 


HKD-PORTABLE 


HKS-PORTABLE 


Checker Hook Type comes in Single-Face—Double-Face 
Floor Models—as well as Wall-Mounted units—and in 
multiple interlocked sections to fit almost any area. 


HKW WALL MOUNTS 


WALL MOUNTED RACKS 


This large-capacity space saving Checker hook style 
Wall Rack mounts on any available wall space. Extend¬ 
ing but 12" from the wall, each carries two full length 
rails with staggered hooks and two widely spaced hat 
shelves. Accommodates 6 patrons per running foot of 
length. 

Length Capacity 

No. HKW-3 3 ft. 2 in. 18 

No. HKW-4 4 ft. 2 in. 24 

No. HKW-5 5 ft. 2 in. 30 

Combinations of the above units can be interlocked to 

make a continuous wall rack of any length or desired 
capacity. 


VOGEL-PETERSON COMPANY • ELMHURST, ILLINOIS 
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